
Efficiency data FVXG + RXLG 25K + 25M 35K + 35M
Cooling capacity Min./Nom./Max. kW 1.2/2.5/5.1 1.4/3.5/5.6
Heating capacity Min./Nom./Max./Max. at -15°C kW 1.0/4.5/6.5/3.5 1.1/5.6/7.0/4.0
Power input Cooling Min./Nom./Max. kW 0.250/0.710/1.850 0.250/1.020/2.040

Heating Min./Nom./Max. kW 0.250/1.160/1.840 0.250/1.550/2.350
Seasonal efficiency 
(according to 
EN14825) 
 

Cooling Energy label A++
Pdesign kW 2.50 3.50
SEER 6.99 6.59
Annual energy consumption kWh 131 186

Heating (Average 
climate)

Energy label A+
Pdesign kW 3.00 3.40
SCOP 4.25 4.01
Annual energy consumption kWh 989 1,187

Heating (Cold climate) SCOP 3.43 3.24
Nominal efficiency EER 3.52 3.43

COP 3.88 3.61
Annual energy consumption kWh 355 510
Energy label Cooling/Heating A/A

Indoor unit FVXG 25K 35K
Dimensions Unit HeightxWidthxDepth mm 600x950x215
Weight Unit kg 22
Air filter Type Removable / washable / mildew proof
Fan - Air flow rate Cooling High/Nom./Low/Silent operation m³/min 8.9/8.9/5.3/4.5 9.1/9.1/5.3/4.5

Heating High/Nom./Low/Silent operation m³/min 9.9/7.8/5.7/4.7 10.2/8.0/5.8/5.0
Sound power level Cooling dBA 52

Heating dBA 53
Sound pressure level Cooling High/Nom./Low/Silent operation dBA 38/32/26/23 39/33/27/24

Heating High/Nom./Low/Silent 
operation/Radiant heat

dBA
39/32/26/22/19 40/33/27/23/19

Control systems Infrared remote control ARC466A2
Power supply Phase / Frequency / Voltage Hz / V 1~ / 50 / 220-240

Outdoor unit RXLG 25M 35M
Dimensions Unit HeightxWidthxDepth mm 550x858x330
Weight Unit kg 40
Sound power level Cooling dBA 61

Heating dBA 61
Sound pressure level Cooling High/Low dBA 48/44

Heating High/Low dBA 49/45
Operation range Cooling Ambient Min.~Max. °CDB -10~46

Heating Ambient Min.~Max. °CWB -25~18
Refrigerant Type/Charge kg-TCO₂Eq/GWP R-410A/1/2.1/2,087.5
Piping connections Liquid OD mm 6.35

Gas OD mm 9.5
Piping length OU - IU Max. m 20

System Chargeless m 10
Additional refrigerant charge kg/m 0.02 (for piping length exceeding 10m)
Level difference IU - OU Max. m -

IU - IU Max. m 15
Power supply Phase / Frequency / Voltage Hz / V 1~ / 50 / 220-240
Current - 50Hz Maximum fuse amps (MFA) A 20

(1) EER/COP according to Eurovent 2012, for use outside EU only (2) MFA is used to select the circuit breaker and the ground fault circuit interrupter (earth leakage circuit breaker)� For more detailed information 
on each combination, please refer to the electrical data drawing�

Floor standing unit with 
radiant heat panel

Stylish floor standing unit with radiant heat panel 
for comfortable heat and very low noise, even 
at ambient temperatures down to -25°C

 › The aluminium part of the front panel of the Nexura indoor unit has 
the capability of warming up, just like a traditional radiator, to add even 
more comfort on cold days

 › Quiet and discrete, Nexura offers you the best in heating and cooling, in 
comfort and design

 › The indoor unit distributes air at the sound of a whisper� The noise 
produced amounts to barely 22dB(A) in cooling and 19dB(A) in radiant 
heat mode� In comparison, the ambient sound in a quiet room amounts 
to 40dB(A) on average�

 › Comfortable vertical auto swing ensures draughtfree operation and 
prevents ceiling soiling

 › Online controller (optional): control your indoor from any location with 
an app, via your local network or internet

 › Can be installed against a wall or recessed
 › Guaranteed heating capacity at low ambient temperature, down to -25°C
 › Thanks to the unique free hanging coil technology, the defrost cycle is 
improved, resulting in lower running costs and no ice buildup

FVXG-K + RXLG-M

ARC466A2RXLG-M

FVXG-K

https://daikaras.lt/#utm_campaign=pdf&utm_term=daikin-nexura



